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OVERALL & INSTALLATION DIMENSION 

Ambient temperature: -15 40  
Above sea level: not exceed 1000m
Rated voltage: 5%

OPERATING CONDITIONS
AEEF series motor is three-phase ,totally enclosed and fan-cooled electric motor 
with squirrel cage, IP54 insulation, Class B ( other voltages and cycles or insulation 
Class F are available if request. )
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IEC Dimension

Note: 1.Tolerance of shaft end diameter D: 11- 28:j6, 38- 48:K6, 55- 95:m6;   2.Tolerance of shaft center height H: +0, -0.5
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Ambient temperature: -15 40  
Above sea level: not exceed 1000m
Rated voltage: 5%

OPERATING CONDITIONS
AEEF series motor is three-phase ,totally enclosed and fan-cooled electric motor 
with squirrel cage, IP54 insulation, Class B ( other voltages and cycles or insulation 
Class F are available if request. )
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MS, MS(IE2) series are 3 phase asynchronous motors with totally 

enclosed fan cooled. It is in according with standards IEC, GB, etc.

Frame Size Range: H56~H160

Rated Power Range: 0.06KW~18.5KW (50Hz)

Housing Material: Cast Aluminium

Standard Mounting Construction: IEC60034-7

Protect Enclosed Class: IP54/IP55 (IEC60034-5)

Insulation Class: F

MS(IE2) series 2P, 4P, 6P motors (power arrange: 0.75kw~18.5kw) meet 

with Efficiency Grade 2 according to Standard GB18613-2006 and 

Efficiency IE2 according to Standard IEC60034-30.

The special winding design can work for multi-voltages (50Hz or 60Hz)

Cooling Method: IC411 (IEC60034-6)

Connecting Method: 3kw adapt Y, 4kw adapt    , also can be done 

according to the special request.

Duty: S1

Ambient Temperature: -15 ~40

Altitude: 1000m 
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