


Ambient temperature: -15 40  
Above sea level: not exceed 1000m
Rated voltage: 5%

B3

CS series single-phase, two value capacitor induction motors 
with steel shell are popular for its large starting torque, high 
power factor and efficiency, low noise, small vibration, 
smoothy, safe and reliable operation , simple structure, easy 
maintenance, excellent technical and economic targets etc. 
They are widely used for mechanical equipments with full load 
starting.
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Ambient temperature: -15 40  
Above sea level: not exceed 1000m
Rated voltage: 5%

JY series single-phase  capacitor start motor. These motors 
are suitable for the situation that require the higher starting 
torque and the limited starting current. The motors can be 
used for driving all kinds of small machine that need full load 
starting.  The motors of this series are totally enclosed and fan 
cooled, possess No.09, No.1 and No.2 three frame size and 
with the starting capacitor on the top of the motor. 

B3 B5

Ambient temperature: -15 40  

Above sea level: not exceed 1000m

Rated voltage: 5%

YZB series  coconut digger, which specially designed for 

digging coconut, has two main parts: a special digger and 

a single-phase capacitor-run asynchronous motor whose 

frame and two end covers are made of die-cast 

Aluminium alloy, YZB series have good performance, 

nice appearance, and can be maintained very 

conveniently, while with low noise, compact construction,  

light weight.

This series motors are widely used on workshops and 

factories where process the juice of the coconut.
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